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TRANSFORMER BASE ALUMINUM TRANSFORMER
ANCHOR BOLTS BASE
PHYSICAL PROPERTIES
GENERAL NOTES
POLE_SHAFT POLE POLE GAUGE AR Al STEEL TRANSFORMER BASES
BASE DIA BOLT CIRCLE | DIMENSIONS SILE STILE
(INCHES) (INCHES) FOUNDATION ANCHOR STEEL TRANSFORMER BASES SHALL BE MADE FROM STEEL
BOLTS (INCHES) SASE CONFORMING TO ASTM A—36 AND SHALL BE GALVANIZED PER
8 1 1 X 40 _ DIMENSION 159 17 1/4 ASTM—123
S 12-1/2 X 20 W” (INCHES) ALUMINUM TRANSFORMER BASES
TOP
_ _ ALUMINUM TRANSFORMER BASES SHALL COMPLY WITH THE
9-1/2 13 1 X 40 [1-1/4 X 48 néﬂMg“gﬁgé) 130 14 5/8 FRANGIBILITY REQUIREMENTS SPECIFIED IN THE AASHTO "STANDARD
10 13-1/2 1X 40 [1-1/4 X 48 SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,
"TB" » . LUMINAIRES AND TRAFFIC SIGNALS.” (MOST RECENT EDITION)
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10 0 ALUMINUM BASES SHALL BE PERMANENT MOLD CASTINGS, ALUMINUM
CONNECTING BOL TS SAME DIAMETER (TOP OF BASE= | 12172 | 1312 ALLOY 356—T6. WHERE ALUMINUM TRANSFORMER BASES USED WITH
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(INCHES) 1X3-1/2{1-1/4 X 4 BOLT CIRCLE 12.1/2
FOUNDATION ANCHOR 1 X 40 |1-1/4 X 48 (INCHES) 15
BOLTS (INCHES) BASES SHALL BREAKAWAY OR COLLAPSE UNDER THE FOLLOWING
APPLICABLE LOAD CONDITIONS.
s SIZES 8 e MOMENT LOAD APPLIED
STYIE S 10 BASE STYLE FOOT-LBS. ON
SR A B B Naed eras
® +3/8 INCHES AT—X 34,000 12 1/2 INCH BOLT CIRCLE
MIN. "TB” CONNECTING BOLTS, NUTS AND WASHERS
BOLT CIRCLE HEX BOLTS AND NUTS SHALL CONFORM TO ASTM A—307. STEEL
WASHERS SHALL CONFORM TO ASTM F—436. BEARING CLIPS OR
UAx. "Ta" HOLD DOWN LUGS SHALL CONFORM TO ASTM B—695 CLASS 50
BOLT CIRCLE ——= BOLT CIRCLE ALL NUTS, BOLTS, WASHERS, LUGS AND CLIPS SHALL BE HOT DIP
34‘:‘“wg FOR POLES GALVANIZED IN ACCORDANCE WITH ASTM A—153.
(I ?3\’1'2311/%7162(3 STEEL FLAT WASHERS UNDER BOLTS AND NUTS (2 EACH PER BOLT)
9-5/8 % / " e SHALL BE MIN. 2 1/2 INCH 0.D. X 5/32 INCH THICK. 2 INCH O.D.
TOP_PLAN VIEW X 1-1/8 MAY BE USED UNDER BOLT HEAD ON TOP OF BASE WHERE SPACE
< IS LIMITED. WASHERS UNDER ANCHOR BASE BOLTS SHALL BE MIN.
— 2 1/2 INCH O.D. X 3/8 INCH THICK.
BEARING CLIPS, LUGS AND CONNECTING OR HOLD DOWN WASHERS
WHERE PROVIDED SHALL BE MIN 2 1/2 INCH O.D. X 1/2 INCH THICK.
CONNECTING NUTS AND BOLTS AND ALL LUGS, CLIPS AND WASHERS
SHALL BE FURNISHED WITH THE RESPECTIVE TRANSFORMER BASE.
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